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Vendor ID

ifm electronic gmbhVendor Name
www.ifm.comVendor Text
http://www.ifm.com/ifmde/web/io-link-download.htmVendor URL

Device ID

Communication

V1.1IO-Link Revision
COM2Bitrate
2.300 msMinimum Cycle Time
NoSIO Mode Supported

Features

YesBlock parametrization
YesData storage
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310 / 0x0136 - Bytes: 01 54 / 0x01 0x36

374 / 0x000176 - Bytes: 00 01 118 / 0x00 0x01 0x76



Device Variant

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 30 mm, Process connector
1.5'' Tri-ClampTD2807

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 50 mm, Process connector
1.5'' Tri-ClampTD2817

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 100 mm, Process connector
1.5'' Tri-ClampTD2837

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 150 mm, Process connector
1.5'' Tri-ClampTD2847

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 30 mm, Process connector
2'' Tri-ClampTD2907

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 50 mm, Process connector
2'' Tri-ClampTD2917

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 100 mm, Process connector
2'' Tri-ClampTD2937

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 150 mm, Process connector
2'' Tri-ClampTD2947

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 30 mm, Process connector
G 1/2, hygienisch, hygienicTD2507

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 50 mm, Process connector
G 1/2, hygienisch, hygienicTD2517

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 100 mm, Process connector
G 1/2, hygienisch, hygienicTD2537

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 150 mm, Process connector
G 1/2, hygienisch, hygienicTD2547

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 50 mm, Process connector
Ø 6TD2217

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 100 mm, Process connector
Ø 6TD2237

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 150 mm, Process connector
Ø 6TD2247

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 200 mm, Process connector
Ø 6TD2257

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 250 mm, Process connector
Ø 6TD2267

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 300 mm, Process connectorTD2277
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Device Variant

Ø 6

Measured signal converter for temperature sensors, 0.0...100.0 °C, Length 350 mm, Process connector
Ø 6TD2297

Total BitLength = 16Process Data
(Process Data Input)

UnitOffsetGradientValue RangeBitlengthBitoffsetDatatypeDescriptionName

°C00.1-500 to 1500160IntegerTCurrent temperatureTemperature
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Variables

UnitOffsetGradientValue RangeDefaultAccess
Rights

LengthDataTypeSubindex
bitOffset

IndexDescriptionName

wo8 BitUIntegerTSub 02Standard Command

(130) Restore Factory
Setting

(240) IO-Link 1.1
system test command
240, Event 8DFE will
appear

(241) IO-Link 1.1
system test command
241, Event 8DFE will
disappear

(242) IO-Link 1.1
system test command
242, Event 8DFF will
appear

(243) IO-Link 1.1
system test command
243, Event 8DFF will
disappear

(255) Command
without effect, for
internal use only

rw16 BitRecordTSub 012Device Access Lock
(0)1 BitBooleanTbitOffs 1Data Storage Lock

(0)1 BitBooleanTbitOffs 3Local User Interface
Lock

ifm electronic
gmbh

roSub 016Vendor Name

www.ifm.comroSub 017Vendor Text

TD2807roSub 018Product Name
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Variables

UnitOffsetGradientValue RangeDefaultAccess
Rights

LengthDataTypeSubindex
bitOffset

IndexDescriptionName

Product ID roSub 019

Measured signal
converter for
temperature
sensors

roSub 020Product Text

roSub 021Serial Number

roSub 022Hardware Version

roSub 023Firmware Version

rwmax 16
Byte

Sub 024Application Specific
Tag

(1) I / Analogsignal
4…20 mA

rw8 BitUIntegerTSub 065Output configuration [OUT 2]OU2

(1) I / Analogsignal
4…20 mA

(10) InEG /
Analogsignal 20...4
mA

°C00.1-500 to 14500rw16 BitIntegerTSub 066Analog Start Point 2. [ASP2]
shall be smaller than [AEP2].
Please consider to the actual
[AEP2] value. For information
about themininmal hyteresys
[ASP2] - [AEP2] please refer
to the operating manual

ASP2
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Variables

UnitOffsetGradientValue RangeDefaultAccess
Rights

LengthDataTypeSubindex
bitOffset

IndexDescriptionName

°C00.1-450 to 15001000rw16 BitIntegerTSub 067Analog End Point 2. [AEP2]
shall be greater than [ASP2].
Please consider to the actual
[ASP2] value. For information
about themininmal hyteresys
[ASP2] - [AEP2] please refer
to the operating manual

AEP2

°C00.1-100 to 1000rw16 BitIntegerTSub 068Zero-point calibration
(Calibration offset)

COF

(4) OFFrw8 BitUIntegerTSub 069[OUT 2] behaviour in case of
fault

FOU2

(2) On

(4) OFF

rw16 BitRecordTSub 070Display settingsdiS
(false) Not rotated1 BitBooleanTbitOffs 6Display orientation (false) Not rotated

(true) Rotated 180°

(1) d1 / fast6 BitUIntegerTbitOffs 0Update rate (1) d1 / fast

(2) d2 / medium

(4) d3 / slow

(0) °Crw8 BitUIntegerTSub 071Selection of unit on the
sensor display

Uni

(0) °C

(1) °F
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Events
DescriptionTypeNameCode
Process data uncertainWarningProcess variable range over-run35856 d / 8C 10 h

Process data uncertainWarningProcess variable range under-run35888 d / 8C 30 h

Event appears by setting index 2 to value 240, Event disappears by setting index 2 to value 241WarningTest Event 136350 d / 8D FE h

Event appears by setting index 2 to value 242, Event disappears by setting index 2 to value 243WarningTest Event 236351 d / 8D FF h

Error Types
DescriptionNameErrorCode
Service has been refused by the device application and no detailed information of the incident is availableDevice application error - no

details
32768 d / 80 00 h

Access occurs to a not existing indexIndex not available32785 d / 80 11 h

Access occurs to a not existing subindexSubindex not available32786 d / 80 12 h

Parameter is not accessible due to the current state of the device applicationService temporarily not available32800 d / 80 20 h

Write access on a read-only parameterAccess denied32803 d / 80 23 h

Written parameter value is outside its permitted value rangeParameter value out of range32816 d / 80 30 h

Written parameter length is above its predefined lengthParameter length overrun32819 d / 80 33 h

Written parameter length is below its predefined lengthParameter length underrun32820 d / 80 34 h

Written command is not supported by the device applicationFunction not available32821 d / 80 35 h

Written command is not available due to the current state of the device applicationFunction temporarily unavailable32822 d / 80 36 h

Written single parameter collides with other actual parameter settingsInvalid parameter set32832 d / 80 40 h

Parameter inconsistencies were found at the end of block parameter transfer, device plausibility check failedInconsistent parameter set32833 d / 80 41 h

Read or write service is refused due to a temporarily unavailable applicationApplication not ready32898 d / 80 82 h

Parameter hidden33025 d / 81 01 h

Parameter currently not available33026 d / 81 02 h
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